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Ref Part Number Qty Description 

1 3T5B61052C 1 Left bracket for driver's seat 

2 3T5B61056C 1 Right bracket for driver's seat  

3 3T5B61056C 1 Left bracket for co-driver's seat 

4 3T5B61053C 1 Right bracket for co-driver's seat 
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The left driver's seat bracket (ref. 1) must be fitted 
with the fastenings turned to the outside. 
 

The right diver's seat bracket (ref. 2) must be fitted 
with the fastenings turned to the outside. 

 

In this way, the driver is seated in the axis of the 
steering column, which is centred by the column's 
support. 

 

 

 

The left co-diver's seat bracket (ref. 3) must be fitted 
with the fastenings turned to the inside. 

  

The right co-diver's seat bracket (ref. 4) must be 
fitted with the fastenings turned to the outside.  

 

 

 

 

 

 

 

1 

2 

3 
4 



 

 

4 

V
er

si
on

 0
2 

– 
02

 A
pr

il 
20

09
 

 

 

 

 REMINDER CONCERNING FIA 
REGULATIONS: 

The screws used to fix the seats and seat 
brackets must be size M8, and class 8.8 AS A 
MINIMUM. 

 

We also recommend that you use the following 
size of washer:  

d8 D20 Th2 minimum. 
 

  

 
 


